
Road Salt Management- 

Strategies and Operation Plan 
City of Barrie
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Winter 

Seasons 

Salt 

Usage 

(T) 

Two-

Lane 

KM 

Winter 

Event # 

Average per 

ton/km/event 

2004/2005 18,910 220 136 0.63 

2005/2006 18,249 228 116 0.69 

2006/2007 14,722 259 99 0.57 

2007/2008 24,500 242 109 0.93 

2008/2009 N/A N/A N/A N/A 

2009/2010 11,000 298 62 0.60 

2010/2011 15,000 298 65 0.77 

2011/2012 23,000 298 87 0.89 

2012/2013 18,400 298 120 0.51 

2013/2014 28,268 341 135 0.61 

2014/2015 19,500 341 109 0.52 

2015/2016 16,380 341 128 0.38 





• Formalizes objectives to reduce the use of salt

•

•



Winter Seasons Salt Usage (T) Two-Lane KM Winter Event # Average per ton/km/event 

2004/2005 18,910 220 136 0.63 

2005/2006 18,249 228 116 0.69 

2006/2007 14,722 259 99 0.57 

2007/2008 24,500 242 109 0.93 

2008/2009 N/A N/A N/A N/A 

2009/2010 11,000 298 62 0.60 

2010/2011 15,000 298 65 0.77 

2011/2012 23,000 298 87 0.89 

2012/2013 18,400 298 120 0.51 

2013/2014 28,268 341 135 0.61 

2014/2015 19,500 341 109 0.52 

2015/2016 16,380 341 128 0.38 

• 27% reduction over previous season – 4688Tonne $297,800   

• 43% reduction over 10yr average – 7566Tonne $480,700 

 

  

 



Proposed Change Route  Lane-km Savings Salt Savings (T)* ** 

1 4.77 164.3265 

2 3.95 136.0775 

2A 3.65 125.7425 

3 1.59 54.7755 

4 5.23 180.1735 

5 4.76 163.982 

Total 23.95 825.0775 

Proposed Change Type Lane-km Savings 

Secondary 6.36 

Secondary Plus 17.59 

*Salt savings calculated using an average of 0.65 tonne/(2-ln km)/event obtained from winter 

maintenance seasons 2004/2005 to 2015/2016. An average of 106 winter events was also used. 

**Note Salt Savings assume no salt will be used on proposed changes routes 
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